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CPS d.o.o., Blatnica 12,1236 TRZIN

MIX METAL OXIDE
ANODA

St. nadrta
1485/2018

L-5

PREMER DOLZINA TOKOVNA OBREMENITEV|TOKOVNA OBREMENITEV
OZNAKA (cm) cm) (A) (A)
(temperatura od 5° - 70° C) | (temperatura od 0° - 5° C)
ZEMLJISCE (S KARBONSKIM POLNILOM)
FW/ST 2.5/50 2.5 50 4 2
FW/ST 2.5/100 2.5 100 8 4
FWI/ST 1.6/50 1.6 50 25 1.25
FWI/ST 1.6/100 1.6 100 5 25
SLADKA VODA
FWI/ST 2.5/50 2.5 50 4 2
FWI/ST 2.5/100 25 100 8 4
FWI/ST 1.6/50 1.6 50 2.5 1.25
FW/ST 1.6/100 1.6 100 5 25
SLANKASTA VODA
FW/ST 2.5/50 2.5 50 4+12 2+6
FW/ST 2.5/100 25 100 8+24 4+12
FW/ST 1.6/50 1.6 50 25+75 1.25+3.75
FW/ST 1.6/100 1.6 100 5+15 25+75
MORSKA VODA
SWT 2.5/50 25 50 25 5
SWT 2.5/100 25 100 50 10
SWT 1.6/50 1.6 50 15 3
SWT 1.6/100 1.6 100 30 6
MOCVIRJE - BLATO
MT/ST 2.5/50 2.5 50 2-4 15
MT/ST 2.5/100 25 100 4-8 3
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